
PRO D U CT F E ATURES:
Efficiency and simplification of patient treatments not only enhances the patient 
experience but also improves the process for the hyperbaric technician.

Features of the Automatic Gurney Mechanical Height Stop
• Allows for the gurney rails height to be set to always stop at the exact height of the 

chamber rails
• Reduces the need to continually check to see if the rails are aligned
• No longer requires ‘feathering’ of the gurney height which can lead to stretcher plate 

becoming uneven
• Difficulty in lining up gurney to chamber is eliminated
• Minimizes damage to chamber and door gasket when aligning

Available as an upgrade to most Sechrist Low Profile Hyperbaric Gurneys. Can be 
conveniently installed at the time of Annual Service. Contact Sechrist Industries for 
additional information and scheduling.
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M e c h a n i c a l 
H e i g h t  S t o p 
Sechrist’s new Automatic 

Gurney Mechanical Height 

Stop Kit will allow users to 

always stop the Hyperbaric 

Gurney to meet the Chamber 

rails at exactly the right 

height everytime.    

Phone:
800-SECHRIST (800-732-4747) • 714-579-8400

Corporate Headquarters:
4225 E. La Palma Ave. • Anaheim • CA • 92807

Website: www.sechristusa.com
P/N 100587, Rev 0 (Feb 2023)


